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Excerpt from WIS: How to Remove the Headlights
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G801RE09
Callout Component Name
Preliminary Procedure
Raise and support the vehicle, Refer to Lifting and Jacking the Vehicle,
Front Compartment Splash Shield Fastener (Qty: 37
Refer to Fastener Caution.
i Tighten
3 Nm (27 b in)
2 Front Compartment Splash Shield
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Component Name

No

Preliminary Procedure
Remove the splash shields. Refer to Front Compartment Splash Shield Replacement.

AZ0MFT/LHU Bio Power: Disconnect engine heater cable and ground cable.

Cowver the head lamps to avoid scratches.

Front Bumper Fascia Fastener {Qty: 6)

Front Bumper Fascia Fastener {Qty: 8)

Front Bumper Fascia Plastic Retainer (Qty: 4)

Front Bumper Fascia Fastener {Qty: 2)

Refer to Fastener Caution.

Procedure

Loosen the fastener to release the fascia.

Tighten

25 Nm (18 b ft)

Front Bumper Fascia

Procedure
Disconnect any electrical connectors.

Disconnect hose to headlight nozzle If needed.. Blug the hose.

Transfer components as necessary.

Be careful in the headlight area. The headlight molding
comes off with the fascia.
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Callout Component Name

Preliminary Procedure

Remove the front bumper fascia. Refer to Front Bumper Fascia Replacement.

Front Bumper Fascia Support Fastener (Qty: 2)
1
Refer to Fastener Caution.
Front Bumper Fascia Support
MNote
5 There is a guide on the inner side of the lamp

and a hook on the guide that must be attached
to the bracket on the outside of the lamp.

Proprietary and Confidential. All Rights reserved Glafen8AAB

Page6 of 19




G845R522

Page7 of 19
Proprietary and Confidential. All Rights reserved Glafen8AAB



Callout

Component Name

Preliminary Procedure

Remove the front bumper fascia. Refer to Front Bumper Fascia Replacement.

Front Bumper Fascia Support Fastener (Qty: 2)
1
Refer to Fastener Caution.
2 Air Intake Fastener (Qty: 1)
Front Bumper Fascia Bracket Support
Note

There is a guide on the inner side of the lamp
3 and a hook on the guide that must be
attached to the bracket on the outside of

the lamp.
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Callout Component Name

Refer to Halogen Bulb \Warning.

/N
‘A Warning

The high intensity discharge system produces
high woltage and current. In order to reduce
the risk of severe shocks and burns, the
battery negative cable must be disconnected
any time service work is being performed on or
around the high intensity discharge system.

N
A Warning

The high intensity discharge system produces
high woltage and current. To reduce the risk of
severe shocks and burns:

+ Newver open the high intensity discharge
system ballast or the arc tube assembly
starter.

+ Never probe between the high intensity
discharge system ballast output connector
and the arc tube assembly.
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Headlamp Fastener {Qty: 4)

Refer to Fastener Caution.

Tighten

2.5 Nm (22 lb in)

Headlamp

Procedure

Pull up and forward in order to release the headlamp.

Pull the headlamp assembly forward far enough to access the
electrical connection.

Disconnect the electrical connectors.
Femove the headlamp assembly.

Aim the headlamps after installation. Refer to Headlamp Aiming
(Base) Headlamp Aiming {Check and Adjust).
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Headlight Layout
Each head light contains a glass light tubd a spot to mount the LER®% each end.

LED
mount

Light Tube

LED
mount

Figurel: Headlight Layout
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Figure2: Wiring Diagram(Series)

Figure2 shows a color coated wiring diagram. The wiring diagram is the same for each side

Cut Open the Housing
1. Remove the 2 plastic headlight access covers (one on top and one behind)
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Figure3: Headlight Covers

2. Remove the headlight bulbs aftRRKING LIGHilb for ease of access.
3. The outside edge cut out a windowin the headlight housing as shown usingramel
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